
CoverTec Products LLC  
CoverShield VS1  Durable Sealer for VCT Floors



Product Description:

 CoverShield VS1 for VCT and Terrazzo provides a fast drying durable long-
lasting floor finish

 CoverShield VS1 levels and bonds  to the VCT or Terrazzo surface, creating 
a thin, highly durable layer that resists marks and scuffs, wear patterns and 
UV degradation

 CoverShield VS1 provides a strong barrier against stains, wear and tear, 
maintains a gloss or matte look and eliminates completely the need for 
frequent stripping and waxing

 Experience the highest level of performance in a floor finish without the
high cost of maintenance! Use on VCT floors, vinyl and linoleum, epoxy and 
cement Terrazzo and virtually any interior hard floor surface.



Applications:

CoverShield VS1 can be used on most
VCT floor surfaces. It is ideal for use in
high traffic areas: Schools, Hospitals, Office
Buildings, Retail Stores, Warehouses, Grocery
Stores, Nursing Homes, Industrial Plants,
Government Facilities



Benefits of CoverShield VS1

Does not require stripping, providing dramatic savings in annual labor costs

Maintains gloss or matte clarity and will not yellow, discolor or peel as wax can do

Fast drying and zero odor allowing for ease of installation and minimum disruption.

Provides superior protection against stains, scuff marks and scratches than traditional 
wax finishes

 Many times more resistant to abrasion than other floor finishes and the hard surface 
resists dirt entrapment

Eco-friendly formula is non-toxic, zero VOC and LEED compliant

Reduce chemical use and environmental pollution

 Chemical and water resistant

Preserves and enhances traction to maintain existing anti-slip properties

Resists accumulation of stains and debris



Any facility that uses CoverShield VS1 will result in huge cost savings; this product will completely 
transform your floor and will eliminate the need to ever pay for stripping. 

Note the clearly visible difference between the treated and untreated floor



The product is suitable for any VCT floor, it will preserve and enhance the slip coefficient to maintain 
existing anti-slip properties. 



Once you have applied CoverShield VS1 your VCT floor will have the same beautiful finish you see in Picture 2 
below. Instead of stripping & waxing the floor in years to come you will simply have to apply one coat every 

12- 18 months depending on foot traffic

VCT should always have this high quality finish 



1 Gallon of CoverShield VS1 will cover an area of 1500 to 1800sq ft. This makes both the initial job (2 
to 4 coats) and the maintenance (1 coat) extremely cost effective

CoverShield VS1 is virtually zero odor and fast drying for minimum disruption



This floor was heavily soiled and marked in places, by cleaning with SurfaceTreat and then applying 
CoverShield VS1 you will leave the floor with a beautiful finish devoid of any marks/blemishes



Products needed for Application of  CoverShield VS1 using 
T-Bar Applicator 

Pour Bucket or Pump up Sprayer

T-bar and Microfiber Applicator Pad

Trim Pads for Edges and Corners



Products needed for Application of  CoverShield VS1 using Flat 
Microfiber Pad

Floor Finish Bucket 

 Flat Microfiber Frame 

 Microfiber Pads 



Application Instructions for CoverShield VS1
CoverShield VS1 can be applied over most existing finishes once they cleaned and prepared with SurfaceTreat.  If existing finish is 
old, heavily worn and scratched then Remove previous finish.

Leave the floor to dry, the floor must be completely dry so that no moisture gets trapped

The CoverShield VS1 is applied in  2 to 4  separate coats, you can apply the product using either T-Bar Applicator 
Flat Pad Microfiber Mop.

Step 1

CoverShield VS1 Sealer may be applied via T-Bar applicator or flat micro-fiber mop head, 
Use a pour bucket or dip from a floor finish bucket  to apply the sealer to the designated area. 

Step 2

Apply 1st coat at a rate of 1500 to 1800ft2 per gallon. DO NOT OVER-APPLY. This product should be applied thinly and evenly. 
Step 3

Allow the 1st coat to completely dry usually 30 to 45 minutes depending on temperature and air flow.

Step 4 

Apply 2nd coat a rate of 1500 to 1800ft2 per gallon and allow to dry. Two coats are usually sufficient, over existing floor finish. Apply 
3 to 4 coats on brand new floors or when floor has been completely stripped. VS1 should be applied between 50 and 95°F. 
Leave the floor to dry for 30 – 45minutes, between coats.

Step 5 
After the final coat has been applied , leave the floor to dry for 2 - 3 hours, before allowing  heavy foot traffic.

This will leave any VCT floor in pristine condition. Going forward you will never have to strip the floor again, you 
simply re-apply the product when needed (this would usually be every  12- 18 months depending on footfall.



Ongoing Maintenance for VCT Floors treated with CoverShield VS1

Maintenance:
Daily maintenance: Based on foot traffic floor should be swept clean with a microfiber dusting pad.

Use SurfaceTreat cleaner/protector to eliminate the need to strip CoverShield VS1. Removes deep set dirt, scuffs and heel marks,
and at the same time deposits a non-yellowing, dust free anti-slip, mark resistant film that prolongs the life of the floor. Use
SurfaceTreat in mop bucket or auto scrubber. Dilute 2.0 Fl. oz. per 1 gal cold water and use any time floors are moped or 

scrubbed. SurfaceTreat responds to immediate follow-up buffing and burnishing.
Interim Maintenance: 

12-18 month maintenance (depending on traffic):  

Use SurfaceTreat for Deep cleaning CoverShield VS1 without stripping. Dilute 8fl.oz. SurfaceTreat per 1 gallon of cold water. Use 
a heavy-duty hair pad under a low speed machine or automatic scrubber to deeply cleanse the finish (will not strip finish). Clean 
up to 4 layers deep. Scrub floor and pick up the solution in one pass or damp-mop thoroughly. Let it dry. Apply 2 coats of VS1. 

To Spot Clean and Repair: If accidental spill of food stain or chemical removes  or stains the finish, follow these
step to repair the spot.

Strip stained and damaged area. 
Strip surface down to bare floor surface.
 Use neutral cleaner to neutralize stripped spot.
 Re-apply on the clean spot.
Re-coat surface with 2 to 3 coats of product.
Wait 30 to 45 minutes between each coat, then 
Allow 2 to 3 hours before heavy foot traffic



CoverShield VS1 will

Ensure enormous cost savings
Leave your VCT  or Terrazzo Floor in pristine condition with a gloss or 
matte  finish

CoverShield VS1 is

Easy to Apply and Maintain
Fast drying for minimum shut down
Hard wearing and durable compared to wax finish
Suitable for  virtually any VCT, Terrazzo or Hard floor 

Call  +754-223-2465 or email tec@covertecproducts.com for technical  
support & quotation.

mailto:tec@covertecproducts.com


CoverTec Products LLC
10857 NW 50th Street 
Sunrise FL 33351 USA

Tel: +754-223-2465
www.covertecproducts.com

Email: tec@covertecproducts.com
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